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SYSTEM VIREO Rearing 
Three level aviary for rearing of pullets. Two types available (2021) 

Victorsson System Vireo Rearing is a modern aviary 
system that is developed for rearing pullets that are 
intended for laying aviaries which is necessary for the 
production results in the laying starting period. By 
keeping the gates closed during the whole period the 
system can also be used for rearing layers in enriched 
cages as well. 
 
The perches and waterlines can be adopted to the 
requirements of the rearing pullets from day one to week 
18. Each tier have their own winches for gates, water and 
perches above the feed trough.  
 
The foldable perches (GRID type) can be folded in when 
vaccination or collecting are in process. 
 
When opening the BALCONY gates they become a 
balcony level which makes it easy for the pullets to learn 
how to navigate and reach the upper levels in the system. 
 
The first and second tier is prepared for installing a heat 
pipe which supplies the heat to where it is needed saving 
energy costs. 
 

Type GRID gates Type BALCONY gates 
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Technical data  

Width 1600 mm 

Section length 2416 mm 

Height 2140 +/-50 mm 

Framework Galvanized steel Z275 

Bottom wire mesh Alu-Zink coated 
 

 Tier gates standard on 1st and 2nd tier. 3rd tier can be equipped as an option 
 Floor gates under system can be opened and closed automatically using the PLC.  

Compressed air is needed (not supplied). Optional is to change the floor gates with fixed steel 
plates in the material Magnelis ® 

 Water lines in all three tiers. 1st and 2nd tier is the height adjustable 
 Feed trough in 1st and 2nd tier. A height adjustable perch is placed above (can be fixed as an 

option) Third tier can be equipped with a feed trough as an option 
 One Pullet ramp to 1st and 2nd tier per every second section is supplied as standard. 
 Foldable perches every second section (Type GRID) or foldable balconies (Type BALCONY) 
 LED light tubes in first and second tier.  
 Lights are controlled from a PLC which is also controlling the feed chains 
 Our PLC can also control the climate/ventilation 
 Pre-punched holes in the framework for a heating pipe installation under the floor wire mesh in 

tier 1 and 2. Or in the center by using a 4” heating pipe. (heating pipes not included) 


